
CONSOLE
Solid State Logic Duality SE - 72 Channels.

DAW WORKSTATION
Apple Mac Pro Late 2013 - 2.7Ghz 12-core 64 GB Ram, 256 GB SSD, High Sierra
OS V10.13
48 Input/ 48 Output I/O
Protools 2019.5
Waves Mercury Bundle + Studio Classics V10.0.3
Melodyne Editor V4
Autotune Pro
SoundToys V5.3

MONITORS
Main Monitor System - George Augsberger cabinets with (2) TAD 15" Woofers,
(1) TAD horn and (1) TAD Tweeter per cabinet.
Nearfield Monitor System - Yamaha NS-10M Studio Monitors powered by a
Bryston 4B amplifier.
Alternate Speakers Accommodated - Three more switchable nearfield speaker
feeds are available for alternate speaker system monitoring.
Subwoofer System: (2) Custom BBI 2 x 18 Subwoofer cabinets driven by a
Bryston 10B Crossover and a QSC RMX 4050 power amp that delivers 1400W
per channel.

 
    CONTROL ROOM: 23’3” X 19’0”

    LIVE ROOM: 38’10” X 32’8” X 17’11”H TO CEILING; (10’9”H TO BUILDING SUPPORT)
    ISO BOOTH 1: 13’6” X 13’6” X 9’11”H;
    ISO BOOTH 2: 13’6” X 13’6” X 9’11”H


